
































































































































CENTURION CASTLE ROCK

LAYOUT
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Specifications :

CAN BE INSTALLED IN RANDOM
PATTERN OR REPEATING PATTERN FOR
QUICK INSTALLATION WITH MIN. CUTTING
90 DEGREE CORNERS

AVERAGE THICKNESS OF ONE AND ONE
FOURTH INCH.

PATTERN SIZED FOR A ONE HALF INCH
MORTAR JOINT.

CONVENIENT, EASY TO HANDLE PACKAGING

FLATS

=l - ex6 - 5 PCS

=2 - 6x9 - 6 PCS

=3 - 9I2 - 4 PCS

=4 - 12x12 - 2 PCS

=5 - 6x12 - 3 PCS

www.centurionstone.com

CORNER SIZES LIN.FT. SQ.FT. [C TO F
# |PCS PCS| TOTAL | TOTAL |FACTOR
Al 4 6"xe"x12" [12" 4' 3.2
B| 4 3'x12"x12" | 12" 4' 3.2
c|le 3'xq"'xq" | q" ' 4.75
D| 4 3"'xq"xe" 6" 2' 1.58
APPROX. COVERAGE 16' 12.73 x.80
NOT TO SCALE
Centurion Products, Inc
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BILTMORE INSTALLATION PATTERN

LAYOUT

Specifications :

SOME CUTTING MAY BE REQUIRED
TO FIT PATTERN AROUND OPENINGS
SUCH AS WINDOWS AND DOORS.

72

FLATS PATTERN CORNER PATTERN
N A- ex24 - 1 PCS # - exexl2 - 1 PCS
™ B - ex1®& - 2 PCS #2 - 3x9x12 - | PCS
C - 6ex15 - | PCS #3 - 3x9x9 - 2 PCS
D - exl2 - 1 PCS #4 - 3xex9 - 1 PCS
E - 912 - 2 PCS
F - 12x12 - 2 PCS
G - 12x21 - 1 PCS
H - 9x1& - | PCS
NOT TO SCALE
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Centurion Products, Inc
50 Van Buren Street
Nashville, TN 37208
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BILTMORE INSTALLATION PATTERN
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