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FACTS & FEATURES  
Natural Appearance - Centurion Stone is made with natural iron oxide-colored precast 
concrete, using specially designed rubber and fiberglass molds cast from the faces of 
natural stones.  All the depth and texture unique to nature are captured forever in each 
Centurion Stone. 
 
Cost effective - Centurion Stone has a wall surface projection width of from 1” - 3” and 
weighs about seven and 1/2 pounds per square foot.  This means real construction cost 
savings since no footings, steel lintels, or wall ties are needed for weight support. 
 
Consistent quality - Centurion Stone has been supplying the building industry for over three 
decades with a product that boasts continued good looks and color retention, mild and sever 
weather areas alike, year after year. 
 
Tested Strength - Centurion Stone has been tested to a strength of more than 4.00 psi and 
has proven absorption rate of less than 12% - better than most bricks or natural stones. 
 
Labor Efficient - Centurion Stone can be installed over any given area TWICE as fast as 
brick and THREE TIMES as fast as natural stone, using an equal amount of labor. 
 
Easy Installation - Centurion Stone can be applied over any sound surface, with direct 
application to unpainted or unsealed concrete block, stone, or brick.  Frame or metal 
construction requires simple installation of metal lath first.  Unlike heavy natural stone, 
Centurion Stone has no daily height or installation limit.  If desired, application may begin at 
the top of the project wall and work downward. 
 
Architectural Finishes - Centurion Stone has matching corners and capstones and works 
well on curved walls, arches, fireplace fronts, and has even been applied to ceilings. 
 
Material Savings - Centurion Stone is a quality masonry product using masonry mortar for 
installation.  Therefore, it carries the same fire retardant classification as natural stone or 
brick.  It requires only about one-third the amount of sand and cement mortar necessary for 
brick and natural stone installation, with approximately 2 bags of cement needed per 100 
square feet of stone. 
 
Natural Choice - Centurion Stone is a natural choice for new construction, remodeling, or 
siding jobs - interior and exterior applications.  Convenient packaging allows purchase of 
open-topped boxes containing 10.2 to 14.6 square feet per box that never hamper job site 
work like brick cubes or piles of dumped natural stone.  Waste factor falls to zero - every 
piece of Centurion Stone is used. 
 

AMERICA’S #1 SELLING PRE-CAST STONE 
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MANUFACTURER’S SPECIFICATIONS: �
�
Centurion Products, Inc. recommends the following installation 
procedures for Centurion Stone Veneer.  In addition, local 
building codes should be checked for specific requirements in 
a particular area. 
 
Though there are various methods for the application of cast 
stone, only two are considered acceptable by Centurion: 
1.  Scratch Coat Method and 2.  Butter Method. 
 
METHOD  RECOMMENDED MIX 
Scratch Coat . . . . . . . . . . . .Type S Mortar 
Butter . . . . . . . . . . . . . . . . . . 1 part portland cement  
   and 1.5 parts clean sand  
  
 MATERIAL SPECIFICATIONS:  
 
Lath - Should be corrosion-resistant, 3.4 or 2.5 lbs. per yd., or 
number 18 gauge one inch woven wire stucco mesh. 
Tilath - Should be corrosion-resistant, 3.4 or 2.5 lbs. per yd. 
with water-proof vapor barrier attached. 
Nails - Should be of sufficient length to penetrate 
1” (minimum) into the wood studs and be corrosion-resistant. 
Felt or water proof paper - Exterior wood surfaces must be 
covered with a vapor barrier.  15 lb. Felt lapped 2” at the 
horizontal and 6” at the vertical joints.   
Screws - Use number eight (8) self-tapping metal screws. 
Cement - Use Portland cement or type S masonry. 
Mortar - Use type S Masonry. 
Sand - Use clean or washed sand. 
Mortar Colors - Use iron oxides. 
 
 METHODS OF SETTING STONE: 
 
Scratch Coat:  A 2” Scratch Coat of type S mortar should be 
applied over the wire mesh to provide a rigid backing for the 
veneer. 
The mortar setting bed is applied to the moistened scratch 
coat in area of approximately 10 square feet at a time and 
should be 2” to 3” thick.  The units must be pressed into the 
mortar bed with sufficient firmness to insure a bond. 
 
Butter:  The backs of the individual units are covered with the 
butter-type mix to a thickness of 2”.  Then the units are 
pressed into the lath with sufficient firmness to insure a bond. 
 
Grouting:  Using a grout bag, the joints are installed following 
the installation of the stone veneer units.  The mix should be 
one part masonry cement and 12 parts clean sand, mixed to a 
thickness that is easily twisted out of the grout bag. 

 

TO EXISTING WOOD FRAME  
CONSTRUCTION: 

 
Any existing wall surfaces of wood or wood-type products 
that would provide a firm base for the veneer units must first 
be covered with building paper to conform to the standard 
building codes.  Wire lath or woven wire is then installed 
over the paper and nailed 6” centers into the studs.  The 
stone is then applied using either the scratch coat or the 
butter method. 
 

TO MASONRY 
 

The veneer may be applied directly to a masonry backing 
provided the surface is clean.  Painted or sealed masonry 
must first be cleaned by sand-blasting or it must be covered 
with lath before veneer units are to be installed. 
 

TO METAL STUDS:  
 
Veneer may be applied to metal studs provided they are a 
minimum of 18 gauge galvanized metal.  Self-furring metal 
lath is then secured to the studs with number eight (8) self-
tapping metal screws placed 6” on centers.  The screw 
should penetrate the metal a minimum of 3”.  The scratch 
coat method is employed to apply the veneer units. 
 

TO SHEET METAL CONSTRUCTION:  
 

The stone veneer is applied directly over number 18 gauge 
galvanized sheet metal wall surfaces which serve as a firm 
base for the veneer.  Using number eight (8) self-tapping 
screws, which are placed 16” on centers horizontally and 6” 
on centers vertically, lath is applied over the sheet metal.  
Use the scratch coat or butter method to apply the units of 
veneer. �

�

APPLICATION REPORT 

VENEER INSTALLATION  

APPLICATIONS 
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This Guide Specification is intended to be used in preparation of 
specification of a particular project, or as the basis for an office master 
specification.  In either case, the Guide Specification must be edited 
to fit the condition of use.  Pay particular attention to deletion of 
inapplicable portions. 
 
Part I - GENERAL  

1.1 Product Name  
A pre-cast stone for interior and exterior wall covering. 
Centurion Stone type: __________________________  
Color: ______________ Pattern: ________________ 
 

1.2 Manufacturer  
Centurion Products, Inc. 
50 Van Buren Street 
Nashville, TN  37208 
(615) 256-6694  (800) 786-6352  Fax: (615) 726-1795 
 

1.3 Description of Work  
Provide Centurion Stone Veneer where called for on the 
drawings and, as specified herein, and as needed for a 
complete and proper installation. 
 

1.4 Submittals  
Products data:  Submit sufficient samples of stone veneer for 
sizes, color, and textures to be used in the work.  Stone 
delivered to job or installed in the work, and which do not fall 
within accepted range, shall be removed from the site and be 
replaced promptly with acceptable materials. 
 

1.5 Composition of Material  
Stone veneer to be produced from expanded aggregate, 
Portland type I cement with silicone coated perlite and 
additives to meet or exceed the following specifications: 
 
Absorption: 12.6% - ASTM C140-70 as a standard.   
Compressive Strength:  P.S.I. 3,540 - ASTM C67.  Thermal  
Conductivity: K-Factor - 4.0333 - ASTM C177-71 R-Factor .44 
 

1.6 Product Packaging & Handling  
Stone veneer to be packaged in cardboard containers with a 
set amount of square footage per container.  Container should 
not exceed 100 lbs.  Containers are palletized with the total 
weight not to exceed 900 lbs per pallet.  A wrapper box or 
waterproof cover is required to protect cardboard containers 
from weather deterioration.  Handling of stone veneer can be 
by the pallet or the individual box. 
 

Part II - INSTALLATION  
2.1 Materials  

All setting materials and equipment are to be clean and free of 
salts or chemicals which may cause efflorescense.  Materials 
should conform to: ASTM C150 - Type I Portland Cement/C91 
Masonry Cement.  ASTM c144 - Sand.  Clean potable water.  
Reinforcement wire-mesh per local codes.  Joint color - Pure 
Iron Oxide. 
 

2.2 Bonding Mortars  
A. Portland cement mortar of Type S mortar.  Provide a  

commercially prepared mixture of Portland cement or Type 
S mortar and clean brick sand.  Mixture will be 2 parts sand 
and 1 part Portland cement  or Type S mortar mixed evenly 
to a creamy texture. 

 

B. Other setting mixtures are acceptable, but only with stone 
veneer manufacturer’s and site management approval. 

 
2.3  Grouting Mortars  

A. Provide grout in colors selected by the architect from 
standard manufacturers. 

 

B. Materials:  Provide a job mix consisting of 1 part masonry to 
2 parts clean brick sand.  Mix texture to be thin enough to 
be squeezed easily from a grout bag.  If colored joints are 
required, iron oxide colors are to be used in pigment 
concentration recommended by color manufacturer. 

 

C. Grouting joints are to be installed using a grouting bag.  All 
joints are to be tooled and broomed daily and are to be 
shaped to shed water and raked to depth acceptable to the 
architect. 

 
2.4 Other Materials  

Provide other materials, not specifically described, but required 
for a complete and proper installation, as selected by the 
contractor subject to the approval of the architect and local 
codes. 
 
 
 
 
 
 
 
PART III - EXECUTION 

3.1 Surface Conditions 


������������������  
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PART III - EXECUTION 
3.1 SURFACE CONDITIONS 

A. Examine the areas and conditions under which work of this 
section will be performed.  Correct conditions detrimental to 
timely and proper completion of the work.  Do not proceed 
with work until unsatisfactory conditions are corrected. 

 
B. Coordinate with other trades as needed to assure that 

proper substrata are provided to receive the work of this 
section. 

 
C. Condition of surfaces to receive stone veneer: 
 
1. Verify that surfaces to receive mortar setting bed and stone 

are firm, dry, clean, and free from oily or waxy films and 
curing compounds. 

 
2. Verify that grounds, anchors, plugs, recess frames, buck, 

electrical work, mechanical work, and similar items in or 
behind stone have been installed before proceeding with 
installation of stone work. 

 
3.2 INSTALLATION OF STONE VENEER  

A. Maintain minimum temperature limits on job site and 
installation practices recommended by materials 
manufacturers.  (Installation work sheet by Centurion 
Products, Inc.) 

 
1. Prepare the surfaces, set fit, grout, and clean the work of 

this section in strict accordance with the manufacturer’s 
recommendations. 

 
2. Spread mortar on stones back a minimum of 1/2” thick. 
 
3. Press and set the stone in place using a back and forth 

motion to obtain 100% coverage of mortar on back of each 
stone. 

 
3.3 GROUTING 

A. Do not begin grouting stone until stones are firmly set. 
 
B. Force the maximum amount of grout in joints using a grout 

bag filling all gaps and skips. 
 
1. Do not permit grout on stone’s face. 
 
2. Provide grout which is uniform in color, smooth, and 

without voids, pinholes, or low spots. 
 
3. Remove surplus grout from joints by raking and tooling 

joints.  Sweep all joint areas to remove excessive or loose 
sand. 

 
4. Remove mortar and haze from the face of the units within 

three hours after placing, leaving the surface of all units 
clean. 

 
3.4 CLEANING  

After completing of setting and grouting, thoroughly clean stone 
face by sweeping and light washing.  Do not use acid or acid 
cleaners in cleaning of stone. 
 
TECHNICAL SERVICES 
Highly trained staff are available at all times to provide you with 
any assistance on specific jobs or applications.  Call Centurion 
Products, Inc. at: (615) 256-6694 (800) 786-6352  Fax:  (615) 
725-1795 


������������������  
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TECHNICAL REPORT 

PRODUCT COMPARISON 
As a result of research and testing, Centurion Products, Inc. has succeeded in reproducing 
the beauty and durability of natural stone in Centurion Stone.  For your consideration, we 
provide this comparison of the construction requirements of Centurion Stone versus natural 
stone. 
 
CONSTRUCTION     NATURAL 
REQUIREMENTS          STONE 
 
FOOTINGS    NOT REQUIRED    REQUIRED 
LINTELS    NOT REQUIRED    REQUIRED 
WALL TIES    NOT REQUIRED    REQUIRED 
 
CEMENT PER 100 SF   2 BAGS     7 TO 8 BAGS 
SAND PER 100 SF   800 LBS.    2,800 LBS. 
 
PACKAGING    CARDBOARD CONTAINERS  LOOSE 
 
COVERAGE    10-14.6 SF PER BOX   VARYING PER TON 
     VARIES PER PATTERN 
 
HANDLING    BY THE BOX    BY THE PIECE 
WEIGHT    APPROX. 7.5 LBS/SF   40-50 LBS./SF 
FREIGHT    JUSTIFIABLE    CONSIDERABLE 
GRADE LINES    INSTALL TO GRADE   INSTALLED BELOW 
          GRADE TO  
          FOOTING LEVEL 
 
COLOR RANGES   STANDARD AND CUSTOM              LIMITED 
SELECTION 
 
EQUIPMENT    STANDARD MASONRY TOOLS  STONE HANDLING  
          EQUIPMENT 
 
INTERIOR OR EXTERIOR  INTERIOR OR EXTERIOR  INTERIOR OR 
          EXTERIOR WITH 
          SUPPORTS 
REQUIRED 
 
RATE OF INSTALLATION  EXCELLENT    POOR 
DAILY INSTALLATION HEIGHT  UNLIMITED    3-4 FT. DAILY 
JOB SITE CLEANUP   MINIMAL    CONSIDERABLE 
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7.5       This report is subject to re-examination on a periodic 
basis. For information    on the current status of this report, 
contact one of the participating members of the NES.  
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Do It Yourself Stone Installation 
Where to Use Centurion Stone 

 

 
 

Inside  Create an accent wall or ehnance a divider or 
fireplace.  Centurion Stone can be applied to any 
soundly constructed interior surface: Plywood, Drywall, 
Even Plaster.  Begin with Step 1. 
 
Brick or Concrete Block  
(Inside or Outside)  If wall has been painted or 
sealed, install metal lath as in step 1.  If wall has never 
been painted or sealed, wash thoroughly and begin 
installation with step 2. 

Outside  Goes great on ordinary wood siding.  First 
completely cover wood surface with standard 15 lb. felt 
paper (before installing metal lath in step 1).  Overlap felt 
2” on horizontal joints; by 6” on vertical joints.  This will 
moisture-proof your outside wall. 

HOW MUCH MATERIAL  DO YOU NEED? 

Stone:  Height x width of area to be covered minus opening = Total square feet needed 
 
Corners: Total length of all outside corners to be covered divided by the linear footage per box = No. of boxes 
of corners needed. 
 
Hearth Stone: Width x length = sq. ft. to be covered divided by 2.5 sq. ft. per hearth piece = No. of pieces needed. 
 
Materials Needed Per 100 Sq Ft.: 
  Portland Cement                       1¼ bags 
  Masonry     1 bag 
  Color      Based on Masonry 
  Sand      35 Gallons of clean sand approximately 350 lbs. 
 
Materials Also Needed on Wood Construction:  
  1¾ Galvanized roofing nails   1 lb. 
  #2.5 diamond wire lath    18 sq. ft. per sheet 
  Felt paper, 15 lb. standard   Enough to cover exterior wood 

STEP - BY - STEP . . .   STONE - BY - STONE 

Install Metal Lath    Metal lath is Diamond type 27” wide and 96” 
long.  Install the lath sheet horizontally across the wall.  The wire 
diamonds in the lath form pockets and these pockets must be turned 
up to catch and hold your mortar.  To check this, run your hand down 

the lath from top to bottom.  It will feel fairly smooth going down and very 
rough going up.  Nail the lath to the plywood, drywall, etc.  Use 1¾” 
galvanized roofing nails and make sure they go through the wall surface into 
the studs at least 1”.  Studs are placed 16” apart in most construction.  The 
nails should be every 6” down each stud.  It is important that the lath be kept 
flat against the wall... no sags or bulges.  Trim away excess lath with wire 
snips.  If applying lath to masonry, use 1” masonry nails as above. 

1 
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MIX YOUR CEMENT AND APPLY SCRATCH COAT    Mix 
one bag of Portland type cement with 15 gallons of clean sand.  Add 
water and blend to a creamy, paste-like mixture (sufficient to install 80 
sq. ft. of stone).  If wire lath is loose in spots, use a trowel and spread 

a thin layer of this mixture to completely cover the lath.  Allow to dry and this 
will provide a rigid backing for your stone and assure firm bonding of stone 
pieces. 

2

APPLY CENTURION STONE   If an outside corner is involved 
on your job, the corner should be installed first.  After installing the 
corner pieces, work away from the corner using regular stones, mixing 
large ones with smaller ones for the most pleasing effect.  Keeping the 
above in mind, mix cement exactly as in Step 2.  Now, take a stone 

and apply the mix over its back about ½” thick, letting the mortar “cone up” in 
the center.  Place the stone against the wall and wiggle it from side to side, 
this will set the stone.  If the mix is the right consistency, the stone will stay in 
place.  Adjust the mix if necessary.  Now install the other stones keeping a ¾” 
space (joint) between them.  If needed, cut or trim the stones using a trowel or 
nipers, or even an old hatchet.  As you work, use a clean, wet sponge to wipe 
any excess mortar from the face of the stone. 

3 

MIX THE GROUT AND FILL THE JOINTS    After stone 
pieces are cured, mix grouting compound. Use one bag of masonry 
mix and 15 gallons of clean sand.  Add color (if desired) according to 
instructions on color box.  Use enough water to make mixture a 

creamy paste.  Fill your grout bag with about 2 quarts of the mix.  Take a twist 
on the large end of the bag and insert the small end in the joint area between 
the stones.  Apply firm, even pressure and the mix will start coming out of the 
bag into the joint.  Keep the bag moving down the joint area until it is filled, 
then move to the next joint.  Keep the grout off the face of the stone.  If 
dripping occurs, clean the stone with a clean, wet sponge.  Never use acid for 
cleaning. 

4 

FINISH OR STRIKE THE JOINTS   As grout mix 
begins to firm, use a wood stick (flattened on one end) to 
strike or level the grout in the joints.  Be sure to fill all 
holes, gaps or openings.  Now sweep all joints and 
stones with a brush to eliminate loose sand particles. 

 
SEALING (OPTIONAL AND NOT NECESSARY 
ON MOST JOBS)    Sealing can be accomplished using a 
good grade masonry sealer.  Give the wall time to dry, then 
follow manufacturers instructions on the sealer.  Check with 
your local Centurion Representative to determine if sealing is 
necessary on your particular job. 

5 
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PRODUCT: 
Centurion Stone Veneer 
 

MANUFACTURER: 
Centurion Products, Inc. 
Corporate Headquarters 
50 Van Buren Street 
Nashville, TN 37208 
(615) 256-6694   Fax: (615) 726-1795 
 
Regional distributors are located throughout the 
United States and Canada.  For the location nearest 
you, telephone (615) 256-6694. 
 

PRODUCT DESCRIPTION 
Patterns currently available are Fieldstone, 
Driftstone, Palos Verdes, Dry Stack, Castle 
Rock, Rubble, River Rock, Cobblestone, Ohio 
Limestone, Splitface, Rustic, and Ocala.  Each 
pattern varies in coverage and also includes 
matching corners, hearthstones, and other 
accessories.  All stones come in a variety of 
colors. 
 
PACKAGING: 
Each stone is hand packed in durable cardboard 
containers.  Corner stones are sold by linear 
feet of corner.  Hearthstones and most 
architectural specialties are shipped individually. 
 
THICKNESS: 
All patterns - 1½” to 3” 
 
WEIGHT: 
Average weight - 7.5 lbs. per square foot 
 
COMPOSITION AND MATERIALS: 
Centurion Stone is composed entirely of natural 
materials including Portland cement, expanded 
aggregate, expanded perlite, mineral iron oxide 
colors, and concrete chemical additives. 

 
TECHNICAL DATA:  

A Centurion Technical Report is available on the 
testing of samples of stone veneer produced by 
Centurion Products, Inc.  Call or write for a 

copy. 
 

INSTALLATION:  
Centurion Stone veneer can be applied to any 
sound surface including wood, masonry, and 
metal.  When application of stone veneer is 
over any surface other than clean masonry, 
lath must be used.  The stone veneer will 
attach directly to the masonry, provided that it 
has not been painted or sealed.  The bonding 
agent used in the installation of Centurion 
Stone is standard type I Portland cement and 
clean brick sand. 
 
For more detailed installation instructions, refer 
to the Centurion Application Report.  Be 
certain to check local building codes for 
specific requirements. 
 

AVAILABILITY AND COST:  
AVAILABILITY: 
Centurion Stone veneer is available from 
regional distributors and dealers throughout 
the United States and Canada. 
 
COST: 
Material cost is dependent upon variables 
such as shipment size and the buyer’s 
geographical location.  Contact your nearest 
distributor or dealer for specific information. 
 

MAINTENANCE:  
No Special maintenance is required.  If surface 
soiling occurs, the pressure of water from a 
garden hose will usually be effective in 
cleaning the stone veneer.  CAUTION:  No 
acid should be used in an attempt to clean the 
stone. 
 

TECHNICAL SERVICES:  
For specific technical assistance, please 
contact your nearest manufacturing plant, 
distributor or dealer or write to Centurion 
Products, Inc. 

��������	�
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RANDOM FLAGSTONES   CORNER STONES          WINDOW STONES 
 
 
 
 
 
 
 

Size - Approx. 18” - 20”   Textures and colors to  Size - 5½ x 11½” 
 in diameter    match all stone patterns  Thickness - 1¼” 
Thickness - 2¼ and 3”       Texture - Rubble 
Texture - Slate              Pattern 
Colors to match stones       Colors to match stones 
 
HEARTHSTONES     CHISEL FACE WINDOW SILLS  

 
 
 
 
 
 
 
Size - Approx. 18” x 20”   

 Size - 18”L x 2”D x 3½”H 
Thickness - 1½”     Texture - Smooth 
Texture - Slate     Colors to match stones 
Colors to match stones     
 
CAPSTONES     KEYSTONES  

 
 
 
 
 
 

Size - 18”L x 11”D x 2¼”H    Size - Top: 9½”W - Bottom: 7”W 
Texture - Slate      11½”H x 2¼”D 
Colors to match stones    Texture - Smooth Limestone 
       All stone colors available on special order 
       basis 
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Centurion Products, Inc.  CREDIT POLICY AND TERMS O F SALE 
 
 
 
 
 
 

Open Accounts - Credit worthy customers are allowed a 10% discount only on discountable items if payment is received within 25 days from the 
shipment date.  Net - if not paid in 30 days from date of shipment, all accounts are subject to Service Charges of 1.5% per month (compounded 
monthly) (An ANNUAL PERCENTAGE RATE OF 18%).  Cash discounts on current purchases will not be allowed if any past due balance appears 
on Buyers account.  If an amount becomes delinquent, all credit lines are void and no open account or discounts will be allowed.  In case of 
transfer of business by Buyer, insolvency of Buyer, or suit or action against Buyer begun by Seller, the account becomes immediately due.  Buyer 
agrees to pay reasonable attorney’s fee, court costs, and expenses incurred in the even the account is referred to an attorney or collection agency 
for collection. 
 
All payments apply first to any accrued service charges then to oldest past due invoices. 
 
 
The Seller is not to be held responle for delays caused or contributed to by accidents, strikes, riots, or shortage of material or labor at the 
producing mill, or by carrier shortages, or by other causes interfering with, obstruction, or obstruction, or blocking the usual transportation routes, or 
by other causes beyond it’s control, and no claim for loss or damage will be allowed Buyer in consequence thereof, but the Seller shall execute 
order as soon as the cause of delay is removed and conditions permit. 
 
Except as otherwise stated herein, a stock order shall not be canceled except by mutual consent.  Notice is hereby given that Seller will NOT 
consent to cancellation if Seller has bound itself to manufacture the items sold or Special runs or styles. 
 
Unless otherwise specifically agreed, Seller shall have the right to increase or decrease the quantity called for by not more than 10% when 
necessary to avoid waste, avoid breaking customary shipping units, allow for breakage or for size of equipment furnished. 
 
Returns - 20% return charge on stock inventory items unless otherwise agreed upon.  Special order items can not  be returned. 
 
Buyer agrees that Seller retains a Security interest on the goods until Seller is paid in full.  The goods are described in the face of the invoice.  
Buyer will sign any documents and pay all fees necessary to perfect Sellers Security Interest. 
 
All extension errors, on an order or on an invoice are subject to correction. 
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Today, the remodeling industry is booming and offers you a limitless opportunity.  
Billions are being spent monthly on home improvements, and this figure is expected 
to double in the coming months. 
 
Does your company have the skills and professionalism to compete and assure you 
of your share of this growing market? 
 
····    Are you a progressive company looking toward growth ? 
 
····    Would you like to increase your profits on each job ? 
 
····    Would you like each job to generate two or more qua lifying 

leads? 
 
····    Would you like to lower your lead cost? 
 
····    Would you like to see a home show pull hundereds of  quality 

leads? 
 
····    Would you like to provide your salespeople with a p roduct that 

vastly impoves their closing percentages? 
 
····    Would you like to eliminate constant turnover probl ems in your 

sales and lead departments? 
 
····    Would you like forms and charts and computer layout s to make 

your business easier to run and more profitable? 
 
We’re sure the answer to the majority of the above questions is ��� .  That’s 
where Centurion Stone can help. 
 
Centurion not only has a unique stone product line that produces top profits, but our 
programs offer expertise and organization in lead generating, sales 
training, and managing, installation and administrative manuals to help 
you in managing every phase of your business. 
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A Quality Product  
 
Centurion Products, Inc. has over 30 years experience in the building profession.  Centurion 
veneers are being used nationwide and are specified on numerous and national accounts. 
 
Trademarks & Registration  
 
The Centurion name and logo are nationally known in the industry.  The name and logo are 
registered and trademarked.  The dealers benefit from the use of the trade name and trademarks 
in their dealerships. 
 
Market Area  
 
As a territorial dealer, you will have a sales area.  You will be furnished with manuals and sales 
experience to help you in managing your dealership. 
 
Sales Aids  
 
Centurion has designed and produced the most complete sales aids in literature in the stone 
industry.  Among them are numerous brochures, outdoor signs, display materials, and advertising 
specialties such as Centurion shirts, hats, and blazers.  Our volume purchasing of these items 
allows you the benefit of excellent advertising materials at a fraction of the cost of developing 
them yourself. 
 
Research and Development  
 
Centurion R & D Departments in Nashville insure you that our products will continue to be among 
the most competitive and the best quality available.  We are continually developing new products 
and production methods to make Centurion more attractive to the buyer. 
 
Continued Guidance  
 
Centurion gives each of its dealers continued personal guidance.  Problems that may develop can 
usually be solved with a simple phone call to us.  Our full-time field representatives will continue to 
give you assistance on a regularly scheduled basis. 
 
Training 
 
No special technical background is necessary to become a Centurion dealer. In our training 
program, we will train you at our corporate headquarters in Nashville, Tennessee.  Not only will a 
Centurion representative work with you in Nashville, he will also help train your personnel at your 
dealership.  We will provide you with techniques, formulas, and sales manuals needed to provide 
top sales and profits for your dealership. 
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If a distributor or dealer wishes, Centurion Products, Inc. will make a 
mailing to the distributor’s accounts or potential customers announcing 
them as the new Centuion distributor.  This can be handled one of two 
ways: 
 

 1.  The distributor provides Centurion Products, Inc. with 
pre-addressed envelopes which will be stuffed and mailed 
by Centurion Products, Inc. 
 
 2.  Centurion Products, Inc. provides the distributor with 
the announcement letter and appropriate enclosure for 
mailing by the distributor. 

 
In either case, Centurion Products, Inc. will provide the first 200 letters 
at no charge.  A service charge will be levied for any quantities over 
200. 
 
 

������������������������������������������������������������������������������������������������������������������������� ���
 

Centurion Products, Inc. recognizes the indispensable role of local 
advertising in the success of marketing our products.  In order to 
stimulate such advertising, Centurion Products, Inc. will furnish 
advertising slicks, copy suggestions, etc. for use in local advertising of 
Centurion Products.  Centurion Products Inc. has available ad slicks 
and radio and T.V. cassettes. 
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Centurion Products, Inc. advertises nationally in numerous national 
trade and building-type publications.  We also exhibit our product line in 
national trade shows across america.  Leads from these publications 
and shows will be furnished to the distributor and dealer at no cost to 
them. 
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Centurion Products, Inc. does not furnish brochures to either the dealer 
or distributor.  Brochures are used in numerous ways and for that reason, 
Centurion Products,Inc. has chosen to hold down our stone pricing by not 
including an advertising allowance cost in our stone pricing.  This 
enables the distributor or dealer to take advantage of the lower stone 
cost and purchase the printed materials as needed. These brochures are 
sold at our cost and purchased in large quantities to keep the cost of 
printing as low as possible. 
 

������������������������������������������������������������������������������������������������������������� ���
 

Centurion Products offers engineering and engineering data free of 
charge to every dealer or distributor on installation of our product line.  
Printed materials are available on our products from testing data to 
specifying specs. 
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Centurion furnishes a complete starter set of sales aids and brochures on 
the initial inventory stocking order.  For details of materials furnished, 
refer to Centurion territorial dealer program package. 
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Centurion will share with the distributor the cost of erecting permanent in-
store displays.  The limitation of this offer is as follows: 
 
 1.  Upon distributor receiving stocking inventory, Centurion 
approves distributor using up to three boxes of each stone purchased for 
displays. 
 
 2,  To qualify, a distributor must be stocking the product used in the 
display.  To obtain credit for the stone display, the distributor should 
furnish Centurion a picture of the finished display along with an invoice 
for the product used.  Upon receipt of invoice and picture, Centurion 
Products, Inc. will issue credit only to the distributor’s account. 
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Centurion will assist each dealer and distributor in establishing pricing 
for their area.  Each dealer will be informed and updated on national 
accounts present and future and the pricing of materials and labor they 
purchase.  Help is also available on pricing of large and special jobs. 
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Centurion Products, Inc. will hold a workshop for the distributor’s 
employees.  Application, discussion, and a question and answer 
session fully prepares the employees for selling and servicing your 
customers.  Centurion’s representatives will cover the many uses and 
applications of Centurion’s product line.  Periodic clinics can be 
scheduled to update and refresh employees on Centurion products. 
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Centurion’s representatives will travel with the distributor sales people to 
help introduce Centurion’s product line to the many markets in the 
distributors market area. 
 
Centurion’s representatives will be available to travel and help train new 
sales people for the distributor on his trips to the distributor’s territory. 


